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PRODUCT RANGE II (DRY-TREAT 100N, DRY-TREAT Crème) 
IMPREGNATING SEALERS TO PROTECT AGAINST WATER, WATE R-BORNE SALTS AND 
RISING DAMP 
 
DRY-TREAT 100N 
 
PRODUCT INFORMATION 
 
Uses: 
Dry-Treat 100N is a penetrating, invisible and breathable sealer that protects engineering 
concrete from damage caused by water and water-borne chloride ion salts. Exposed 
surfaces become easier to clean, maintain and keep looking good for longer. Dry-Treat 

100N provides lasting protection for engineering concrete. 
 
Typical applications: 
Dry-Treat 100N is suitable for a wide variety of applications, including marine 

infrastructure (such as bridges, wharfs and jetties), building facades, car parks and 
swimming pool surrounds. 
 
Benefits: 
Dry-Treat 100N is:  

1. able to repel water and water-borne chloride ion salts; 
2. non film-forming; 
3. able to work without changing the appearance of the 

surface - keeps the original look; 
4. able to greatly reduce water uptake and minimise moss 

growth, freeze thaw spalling and efflorescence; 
5. an excellent chloride ion salt screen by 98% – ideal for 

marine and pool areas; highly water vapour permeable – 

able to breathe so there is no build-up of subsurface 
moisture allowing it dry out; 

6. deeply penetrating – protecting against weathering and 
wearing; 

7. solvent free – 100% active ingredient; 

8. very alkali resistant – won’t breakdown in contact with 
cement based materials; and 

9. able to seal hairline cracks up to 0.3 mm (0.012 in.) and does not flake or peel. 
 
Warranty: 
A 30-YEAR PERFORMANCE WARRANTY is offered when applied by an accredited applicator 
following our written instructions and tested by us. 

 
Application rates: 
Two coats, each coat @ 0.3 litre per sq.m. per coat i.e. total of 1 litre per 1.66 sq.m. (16 

sq.ft. per quart) 
 
How to use: 
1. ALWAYS TEST PRODUCT ON A SMALL AREA FIRST and allow a 24-hour cure time to 

determine the ease of application and desired results. 

2. Ensure surfaces to be treated are dry, clean and free of residues. 

3. Product is to be applied without thinning. 
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4. Generously saturate the surface with product 
using a low-pressure hand spray, a clean brush, 

or similar. Surface should have a mirror-like “wet” 
look for 3-5 seconds. Avoid contact with 
surrounding areas. 

5. After 12 hours, repeat Step 4. Total application 
rate is approximately 1 litre per 1.66 square 

metres (65 sq.ft. per US gallon). 
6. Allow 10 minutes for product to penetrate surface 

then polish surface with a clean white dry cloth to 

remove excess product. 
7. Clean equipment with organic solvent. 

 
Note: Sealer will not prevent surface etching or wear and may lighten or darken some 

surfaces.  
 
Precautions: 
1. Do not take internally. 
2. Apply when surface temperature is between 5 and 35 C° (40 to 95 F°). 

3. Avoid moisture contact with the surface for 6 hours after application. 
4. Protect surrounding areas from over spray. 
5. Keep away from drains, plants, water and soil. 

6. Use only in well-ventilated areas. 
7. Use a positive pressure respirator if ventilation is inadequate. 
8. Wear suitable solvent-resistant gloves, protective clothing, safety goggles and an 

organic vapour respirator during application. 
9. Avoid applying in windy conditions. 
10.Wash hands thoroughly. 

 
Active content: 
Greater than 99% isobutyl triethoxy silane 
 
Pack size: 
20 and 200 litre (i.e. 5.3 US gallons & 53 US gallons) steel drums 

 
Reference sites: 
 
CAMBODIA Sihanoukville Jetty  
 
FIJI 
Fiji Telecom 
Ganilau Office Block, Fiji  
Queens Wharf 
Ports Authority of Fiji (10,000 sq m) 
Muaiwala Jetty  
 
HONG KONG Siu Hong Station, KCR In-situ concrete Route 8 Ngong Sheun Chau Viaduct - HK Dept 
of Highways Stone Cutter Bridge Deep Bay Project 
 
INDONESIA Power Station, ABB, Selatan  
 
PAPUA NEW GUINEA 
Daru Wharf  
Port Moresby Port  
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